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Installation Instructions 

Important Preinstallation Note: These instructions are only for accessible 
ceilings (universal recessed flange or recessed flange flush mount). For other 
ceiling conditions, consult factory. Handle fixture carefully. 
Mounting to the ceiling can only be carried out by two persons. 
Please refer to the approved layout drawings prior to installation, if applicable. 

MIREL LED 2'x4' RU/RF 
Recessed Direct Fixture 

Individual 
For accessible Ceilings only 

RISK OF FIRE AND ELECTRICAL SHOCK 
Contact, improper installation, or improper servicing 
MAY RESULT IN DEATH OR SERIOUS INJURY! 

READ ENTIRE INSTRUCTIONS 
BEFORE STARTING INSTALLATION 

2'x4' 

Fixture must be installed by a qualified electrician only. 
Fixture is intended for installation in accordance with 
the National Electrical Code, local and federal code 
specifications. Disconnect power at electrical panel 
before servicing. Retain these instructions for 
maintenance reference. 

2'x4' 

Ressed flange 

1 Unpack fixture. 
Package contains the following parts: 
Single unit fixture. 

Universal ressed flange 
for 15/16" flush and 9/16" 
tegular mount 

for 9/16" flush mount 
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Questions? Problems? Call (BOO) 448-4131 
an we will be happy to assist you. For technical 

specification sheets or other information about our 
products please go to www.zumtobel.us 
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2 Remove cover plate of the driver. 
Loosen two screws to get access to terminal block. 
Keep screws for remounting in step 5. 

3 Break through knock-out opening 2. 
Use a screw driver or any other appropriate tool to break through 
the cover of the driver box. 
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